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Photometric Specifications

Mechanical Specifications

Electrical Specifications

Specifications  TLT8U4P18N

Model No.
Power (W)  ± 10%
Input Voltage (V)
Efficacity
Power Factor (PF)

TLT8U4P18N

AC120-240V, 50/60Hz

0.9

Material
Lens
Product size (mm)
Product size (inch)
Operating Humidity 

PC
Frost
1189 x 26 mm
± 48 x 1 inch
10% - 90%

Operating Temperature -35°C ~ 45°C

CRI
CCT
Beam angle
Light Output
Dimmable

4 000 K
250°
2 017 lm
No 

18 W       (DLC: 17.43 W)                         

115.72 lm/W  

81.2     

US

Product Description:
 1. Polycarbonate construction. Don’t break
    like fluorescents.
 2. Perfect replacement for the whole set of T8 and   
    T12 fluorescent lighting fixture.
 3. Soft and uniform light. No glare and no flickering. 
 4. 50% economy on electricity consumption
    compared to fluorescent lighting fixture.
 5. Compatible with electronic ballast or direct supply.
 6. Warranty: 5 Years.
 7. 5 000 K available. 

Applications:
    Fluorescent T8 and T12 tubes replacement.
    Compatible with TLYH8G luminaire.


